
GRINDER, 4-1/2” MINI ANGLE, GRINDER, 7” ANGLE

****CAUTION**** 
*ALWAYS WEAR EYE AND EAR PROTECTION
*NEVER PUT HANDS BY MOVING DISC

OPERATING INSTRUCTIONS

GRINDER, 4-12” MINI ANGLE

The ON switch is located at the side of the motor housing.  
Slide switch forward by the rear of the switch activating grinder. 
The switch will snap back into place when pressure is released.
Lock the switch by sliding it forward, and pressing in the front portion.
To unlock the switch, simply press and release the rear portion of the button.
Max cord length is 150’ using 12 AWG

GRINDER, 7” ANGLE.
.
To unlock switch and turn tool on push paddle lever forward then squeeze the paddle lever.
To switch the tool off release pressure on paddle lever.  
The switch is spring loaded and will return to the off position automatically.  
Lock switch on after paddle switch has been activated then push paddle lever completely forward and 
release paddle lever.
To switch tool off squeeze and then release paddle lever.  
The switch is spring loaded and will return to off position automatically.
Max cord length 50’ using 12 AWG.

WARNING!! Hold the tool with both hands while starting the tool, since torque from the motor can cause 
the tool to twist.

NOTE: Start the tool before applying to the work piece. Let the tool come to full speed before contacting 
the work piece. Lift the tool from the work piece before releasing the switch.  DO NOT turn the switch ON 
and OFF while the tool is under load; this will greatly decrease the switch life.

TROUBLESHOOTING

Problem:  
Tool doesn't come on after switch is turned on.

Cause:     
Check and see if power cord is plugged in correctly, and that GFI Breaker or Circuit Breaker in 
Service Panel has not tripped. Grinder may need moved to an outlet served by a different circuit 
that is not so heavily loaded.
Extension cord may not be working properly.
Extension cord is too short or too long.

Problem:  
Tool seems to be losing power and may smell hot.

Cause:     
Cord length too short or too long.  

Problem:  
Tool will work part of the time when trigger is on.

Cause:     
Bad switch.

                


