
TILE SAW, HAND HELD 4 ½”

****CAUTION**** 
*ALWAYS WEAR EYE AND EAR PROTECTION
*NEVER PUT HANDS BY MOVING BLADE

OPERATING INSTRUCTIONS

The saw is activated by pressing the trigger, and deactivated by releasing the trigger.
Press the lock button while pressing the trigger to lock the saw on. 
Press the trigger again to deactivate the lock.
Pencil the desired cut on tile.
Follow the line using the edge of the base plate. 
Place the saw so blade does not yet touch the work piece, and then activate the saw. 
Push forward to begin the cut after blade reaches full speed.
The machine should be pushed with uniform and even pressure while performing the cut.

ADJUST CUTTING DEPTH
  
To adjust the saws cutting depth, loosen the bolt.
Move the base plate to the desired depth, and tighten the bolt.
The distance that the blade protrudes from the base of the saw is the cutting depth.

ADJUST CUTTING ANGLE
  
The saw can be adjusted to cut at angle between 0 and 45 degrees.
Loosen the nut of the scale and tilt the base plate to the desired angle.
At the desired angle, retighten the nut so the position is secure.

REPLACING BLADE
  
Loosen the bolt with the wrench set provided, and remove the outside flange.
Remove the blade from the inside flange and drive shaft.
Place the new blade so that it is against the inside flange on the driving shaft.
Then place the outside flange against the blade, and tighten the bolt firmly with the wrench set.

MOUNTING WATERING DEVICE
  
Loosen the bolt and lower the base plate as far as possible, and tighten the bolt.
Set the water devise with the provided screws.
Connect the end of the provided pipe to water source.
Turn on the tap to water the blade.
Use the adjustment lever to set the amount of water.
  

TROUBLESHOOTING

Problem:  
Saw will not come on after it is plugged in.

Cause:     
Check and see if power cord is plugged in correctly, and that GFI Breaker or Circuit Breaker in 
Service Panel has not tripped. Saw may need moved to an outlet served by a different circuit that 
is not so heavily loaded.
Extension cord may not be working properly.
Extension cord is too short or too long.

Problem:  



Saw does not make clean cut.
Cause:      

Blade is dull.

Problem:  
Water does not come out when turned on.

Cause:     
Line is plugged.


